MIANI-DADE COUNTY
PRODUCT CONTROL SECTION
11805 SW 26 Street, Room 208

DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miami, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786) 315-2590 F (786) 315-2399
NOTICE OF ACCEPTANCE (NOA) www.niamidade,gov/econowy
Detex Corporation

302 Detex Drive

New Branufels, TX 78130

ScorE:

This NOA is being issued under the applicable rules and regulations governing the use of construction materials, The
documentation submitted has been reviewed and accepted by Miami-Dade County PERA -Product Control Section to
be used in Miami Dade County and other areas where allowed by the Authority Having Jurisdiction (AHIT).

This NOA shall not be valid after the expiration date stated below, The Miami-Dade County Product Control Section
{In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right to have this
product or material tested for quality assurance purposes. If this product or material fails to perform in the accepted
manner, the manufacturer will incur the expense of such testing and the AHI may immediately revoke, modify, or
suspend the use of such product or material within their jurisdiction. PERA reserves the right to revoke this
acceptance, if it is determined by Miami-Dade County Product Control Section that this product or material fails to
meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to conply with the Florida Building Code,
including the High Velocity Hurricane Zone.

DESCRIPTION: Detex Series “H-ECL-230X (single point) Panic Exit Device & H-ECL-230X-TDB (3- points)
Panic Exit Devices -Impact (Component Approval)

APPROVAL DOCUMENT: Drawing No. 13-035 , titled “H-230X Series Panic Exit Hardware” sheets | through 6
of 6, prepared by Tilteco, Inc., dated 11/20/13, signed and sealed by Walter A. Tillit Ir., P.E., bearing the Miami-Dade
County Product Control Approval stamp with the Notice of Acceptance number and approval date by the Miami-Dade
County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact

Limitations:

1. See Panic Exit (component) Design Pressure Ratings (DP) for series H-ECL-230X (single point or 3-point option)
in 18 ga doors, in sheets 1 thru 3. See Panic Exit (component) DP ratings for series H-ECL-230X-TDB {3-points) in
16 ga doors, in sheets 4 thru 6. Lower DP ratings of Panic Exit Component Approval or Door System shall control the
entire assembly. See door system qualifications and additional limitations in sheets 1 and 4 of the approval drawings.
2. Not approved for water resistance ratings, unless entire units are installed under overhang ratio (OH) equal or
greater than |, per FBC requirements.

LABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and series and
following statement: "Miami-Dade County Product Control Approved", noted herein,

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been no change
in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change in the
materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of any product,
for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to comply with any section
of this NOA shall be cause for termination and removal of NOA.

ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed by the
expiration date may be displayed in advertising literatire. If any portion of the NOA is displayed, then it shall be done
in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its distributors and
shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page | and evidence pages E-1, as well as approval document mentioned above.

The submitted documentation was reviewed by Ishaq L. Chanda, P.E.

NOA No. 13-0617,22

Expiration Date: November 28, 2018
Approval Date: November 28, 2013
Page 1




Detex Corporation

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

A, DRAWINGS
k. Manufacturer's parts drawings and sections
2. Drawing No. 13-035 , titled “H-230X Series Panic Exit Hardware” sheets 1 through 6 of 6,
prepared by Tilteco, Inc., dated 11/20/13, signed and sealed by Walter A. Tillit Jr.,, P.E.

B. TESTS

i, Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94

2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94

3) Water Resistance Test, per FBC, TAS 202-94

4} Large Missile Impact Test per FBC, TAS 201-94

5) Cyclic Wind Pressure Loading per FBC, TAS 203-94

6) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94
Along with installation diagrams of Panic exit devices and revised marked-up drawings, prepared
by Architectural Testing, Test Report No(s). C-2828.01-450-18, dated 03-14-13 and revised on
09/27/13 and C-3375.01-450-18, dated 03-20-13 and revised on 09/26/13, both signed and sealed
by Vine J. Abraham, P.E.

C. CALCULATIONS
1. Anchor verification & Mullion structural calculation dated 06/04/13 & 10/10/13, prepared by
Tilteco, Inc, signed and sealed by Walter A, Tillie Ir., P.E.

D. QUALITY ASSURANCE
1. Miami Dade Department of Regulatory and Economic Resources (RER).

E. MATERIAL CERTIFICATIONS
I. None

F. STATEMENTS
{. Statement letter of conformance to FBC 2010, dated 09/03/13 issued by Tilteco Inc., signed
and sealed by Walter A. Tilliet Jr., P.E.
2. Lab compliance as part of the above referenced test repotrt.
3. Addendum letter dated 09/27/13, issued by Architectural Testing, signed by Ms. Kristin
Nolan.

G. OTHER
{. Test proposal # 12-1680 dated 09/21/12, approved by RER.
2, Reference Daybar door NOA#12-0216.08.
3. Mullion top & bottom fittings cast drawings and Detex Panic Devices brochures.

%E‘;gb\wﬁ“\ Vpr?- L_f% %M;&m
! Ishaq I. Chanda, P.E.
Product Control Examiner
NOA No. 13-0617.22
Expiration Date: November 28, 2018
Approval Date: November 28, 2013




1, DETEX DEAD BOLT PANIC HARDWARE SHOWN ON THIS PRODUCT APPROVAL DOCUKENT (PAD) HAS
BEEN VERIFIED FOR COMPLIANGE IN ACCORDANGE WATH THE 2010 EDITIONS OF THE FLORIDA
BUILDING CODE {(FBC). DETEX DEAD BOLT PANIC HARDWARE MAY BE INSTALLED YITHIN HIGH
VELQGITY HURRICANE ZONES.

DESIGN WIND LOADS SHALL BE DETERMINED AS PER SECTION 1620 OF THE ABOVE MENTIONED
CODE, USING ASCE 7-10 FOR INSTALLATIONS UNDER 2040 FBG AND SHALL NOT EXCEED THE
MAXIMUM {A.6.D.) DESIGN PRESSURE RATINGS INDICATED ONNOTE 2,

|N ORDER TO VERIFY THE ABOVE CONDITION, ULTIMATE DESIGN WIND LOADS DETERMINED PER
ASCE 7-10 SHALL BE FIRST REDUCED TO A8.D. DESIGN WIND LOADS BY MULTIPLYING THEM BY 0.6
INORDERTO COMPARE THESE W/ MAX, (A.8.D) DESIGN PRESSURE RATINGS INDICATED ON NOTE 2.

THIS PRODUCTS ADEQUAGY FOR WIND, IMPACT AND CYCHC RESISTANCE HAS BEEN VERIFIED IN
ACCORDANCE WITH SECTION 1626 OF THE ABOVE MENTIONED CODE AS PER PROTOCOLS TAS-201,
TAS-202, TAS-203, PER HURRICANE TEST LABORATORY REPORT # C2828.01-450-18 AND AS PER
SUBMITTED STRUCTURAL CALCULATIONS, PERFORMED AS PER SECTION 1815 OF THE FLORIDA
BUILDING CODE, 2010 EQITION,

2. MAX. A.8.D, DESIGN PRESSURE RATING PANIC EXIT DEVICE (COMPONENT APPROVAL)
SINGLE DOORS: =
POSITIVE +70

NEGATIVE ~65

NOT RATED FOR WATER RESISTANCE, UNLESS INSTALLED WHERE OVERHANG RATIO (OH)
1S EQUAL TO OR HMORE THAN 1.00, PER FBC, AS PART OF THE APPRGVED DOOR SYSTEM.

3. DETEX DEAD BOLT PANIC HARDWARE SHALL COMPLY WITH SECTIONS 1008.1.2, 1008.1.8.1,
1008,1.9.2, 1008.1.10 AND 1101 OF* THE FLORIDA BUILDING CODE AND ALL OTHER RELEVANT
APPLICABLE SECTIONS OF THE CODE.

4. DETEX DEAD BOLT PANIC HARDWARE CAN BE SUPPLIED FOR SINGLE OR DOUBLE STEEL
COMMERCIAL DOOR WITH 18 GA. STEEL FRAME AND 18 GA. STEEL DOOR,

5. ALL REINFORCEMENTS TO BE SPOT WELDED OR BETTER BY DOOR MANUFACTURER.

6. ALL DIMENSIONS SHALL BE IN ACCORDANCE WATH MANUFACTURER'S STANDARD
INSTALLATION .

7. DETEX DEAD BOLT PANIC HARDWARE CAN BE SUPPLIED AS A SINGLE POINT LOCK,
H-ECL-230X SERIES OR AS A 3 POINT LOCK, H-ECL-230X-TDB SERIES.

8, DETEX DEAD BOLT PANIC HARDWARE CAN BE SUPPLIED WiTH AN ALARM. THE
PERFORMANGE OF ELECTRIFIED FEATURE IS NOT PART OF THIS APPROVAL, BUT SHALL BE
CERTIFIED BY AN INDEPENDENT TESTING AGENCY,

9. DETEX DEAD BOLT PANIC HARDWARE CAN BE SUPPLIED WATH THE FOLLOWING TRIM
DESIGNATIONS: 01T, 03T, 01PP, 03PP AND INSIDE PULL (IP}.

10, (a) THIS P.A.D, PREPARED BY THIS ENGINEER 1S GENERIC AND DOES NOT PROVIDE
INFORMATION FOR A SITE SPEGIFIC PROJECT; L.e. WHERE THE SITE CONDITIONS
DEVIATE FROM THE P.AD.

{b} CONTRACTOR TO BE RESPONSIBLE FOR THE SELECTION, FURCHASE AND
INSTALLATION INCLUDING LIFE SAFETY OF THIS PRODUCT, BASED ON THIS P.A.D,,
PROVIDED HE/SHE DOES NOT DEVIATE FROM THE CONDITIONS DETAILED ON THIS
DOCUMENT, CONSTRUCTION SAFETY AT 8ITE IS THE CONTRACTOR'S RESPONS!BILITY.

(¢} THIS P.AD. WILL BE CONSIDERED INVALID IF ALTERED BY ANY MEANS.

{d) SITE SPECIFIC PROJECTS SHALL BE PREPARED BY A FLORIDA REGISTERED
ENGINEER OR ARCHITECT WHICH WILL BECOME THE ENGINEER OF RECORD (E.OR.)
FOR THE PROJECT AND WHO WILL BE RESPONSIBLE FOR THE PROPER USE OF THE
P.A.D. ENGINEER OF RECORD, ACTING AS DELEGATED ENGINEER TO THE P.A.D,
ENGINEER, SHALL SUBMIT TO THIS LATTER THE SITE SPECIFIC DRAWINGS FOR REVIEW.

(e} ORIGINAL P.AD, SHALL BEAR THE DATE AND ORIGINAL SEAL AND SIGNATURE OF THE
PROFESSIONAL ENGINEER OF RECORD THAT PREPARED IT,

11. PANIC DEVICE'S MANUFACTURER LABEL SHALL BE PLACED ON A READILY VISIBLE
LOCATION. ONE LABEL SHALL BE PLACED FOR EVERY UNIT, LABEL SHALL READ AS
FOLLOWS:

DETEX CORPORATION or Betex company logo
NEW BRAUNFELS, TEXAS 78130
H-ECL-230X SERIES

MIAMI-DADE COUNTY PRODUCT CONTROL APPROVED SERIES OR MODEL &,

BILL OF MATERIAL FOR DETEX SERIES H-ECL- 230X (SINGLE POINT LOCK) AND H-ECL-230X-TDB {3 POINT LOCK) PEVICES FOR SiNGLE ANDB
DOUBLE DOOR {18 GAUGE) APPLIGATION:

R ERPrT) grr

ITEM DESCRIPTION GOMMENTS ng?aoa MATERIAL
1| MIAMI-DADE GOUNTY APFRGVED DOOR & FRAME 4
SEE LIMITATIONS BELOW
ECL. SINGLE
2 DETEX DEAD BOLT PANIC HARDWARE, H-ECL-230X SERIES T 1 STEEL, 302 8.8, 13 GA. CRS, ALUMINUM
DETEX DEAD BOLT PANIC HARDWARE, H-ECL-230X-TDB SERIES 3 POINT
3 | MOUNTING PLATE 1 12 GA. (105) GRE
4 | ENDGAP BRACKET 1 12 GA. (105) GRS
5 | ENDCAP 1 ABS PLASTIC (P/N 102641)
017 - 11 GA. (120) CRS
037- 11 GA. (120) CRS
6 | OUTSIDE TRIM (SEE GENERAL NOTE 9 OPTIONAL 1 01PP- 11 GA, (120) CRS
03PP-11 GA, (120} CRS
7 | INBIDE PULL OFTIONAL 4 IP - 11 GA, (120) GRS
8 | CENTERCASE COVER 1 DIE CAST ALUMINUM
8 | STRIKE (SURFACE OR FLUSH) (230X & 230X-TDB) REVERSIBLE 4 8.5, 302 INVESTMENT, CAST (FY=30 K81)
10 | TOP LATCH ASSEMBLY (TDB ONLY) TOP BOLT 1 8.8, 400 SERIES INVESTMENT, CAST (FY=B0 K8I)
41 | TOP BTRIKE (TDB ONLY) {P/N 103634} 1 §.5, 302/304 INVESTMENT, CAST (FY=30 K81}
12 | BOTTOM LATCH ASSEMBLY (TDB ONLY) ng{_?m 1 5.5, 400 SERIES INVESTMENT, CAST (FY=B0 K6))
13 | BOTTOM STRIKE (TDB ONLY) 1 11 GA, (12) 302/304 8. 6.
134 | #1024 X 1" PFH SCREW 2 STEEL
14 |14 .20 BOCKET HEAD MACHINE SCREWS 2 . Egé'ﬁ""
%-20FH & T MACHINE SCREW (STRIKE PLATE . e,
145 | ¥-20 FH SOGKET MACHIN ( LATE) 2 ,.»"\,S’S‘f‘g...---...f(/f .
16 | v .20 BUTTON HEAD SOCKET MACHINE SCREW 2 N \§ . .-'\)& Eglg o, s{? %
S R "t e L
17a | 516-18 FLAT HEAD MACHINE SCREW (MULLION TOP END) 8 R e S S
<
3/8 @ SNAKE ANCHORS BY POWERS FASTENERS INC. W/ 1 1/2" ) Om 4 i
47 | EMBEDMENT, W/ (2) 3/8-16 8.H.C.8. MACHINE SCREW, 2 ANCHORED TO MIN, 3000 P8I CONCRETE o % AN :
3 Ksl MIN, - :
| ]
J
16 | 8-32 RHPMS & MIN X STATE OF S $
(] Ll
19 j%-20 SEX BOLT GMIN | STEEL Ly { OR \0?\.,&‘ Qs’ M
tugqanett’ t
20 |HINGE PERDOOR | 3 MIN . S/Oh}dl F\@)\‘,,*
21 11 3/87 x 7 5/16" LONG MIN STRIKE REINFORGEMENT 1 12 GA, STEEL LD ALE COUNTY
22 11 14/16" x 4 3/4" x 18" LONG MIN DEVICE REINFORCEMENT IN DOOR PER DOOR 1 14 GA, STEEL
23 1R gm %"R )-:: : n:fu : 9" LONG MIN SURFACE VERTICAL LATCH PER DOOR 1 14 GR. STEEL
24 |2 1/8" x 18" MIN MULLION REINFORGEMENT / SOFFIT DovBLE 1 12 GA, STEEL
2'%3"x 6/16 WALL TUBE 7° TALL WITH TOP AND BOTTOM FITTINGS Approved gs eomplylnp with B¢
25 |DETEX REMOVABLE MULLION, HOOR 1 ASTM AG0O STEEL, GRADE B, SHAPED STRUCTRUAL TUBING Flodda Buidlng Code
W/ 48.0 K$1 YIELD STRENGTH / 5B KSI TENSILE STRENGTH L SR R W
ROAS Tl oz
26 {DADE GOUNTY N.Q.A, LABEL (GENERAL NOTE 41} 1 Mlass] P reﬂm%fnmm
27 |47 MIN. THROW PANIC EXIT LATCHBOLT 1 HEAT TREATED STEEL POWDER METAL P ; i
By Elerer | i e e
28 !ROD QUIDE 1 MIN/ROD | .090 CRS ? e
2BA |#10 x 1" PFH SELF DRILLING 2MIN | STEEL, 2ING PLATED
LIMITATIONS:

1. This panic device is a component approved to be equal altemative hardwara to be used In single or doubls sieel commercial doors made with16 ga.
steel frame and 16 ga, (045" min,) {Fy min = 42,5 KSI) 1-3/4" thick {min) steel door, holding current N.O.A. The lowest design pressure rating of the

doors or the componant shall govern,
2, The doors shall mest following specifications:

{2.1) Door siab must not be wider than 487 and higher then 83.6" the door shall ba 1-3/4" min. overall thicknass, ionsycomb core o foam core

complying with FBC requiraments may be used.

{2.2) 8 ga, steel hinge plale reinforcament at hinge stile and at the frame.
{2.3) Min, 12 ga, stesl reinforcement at sirike plate.

3, Electrical installation and fire rating are NOT part of this approval and such Installation must ba reviewed by applicable building suthority.

PETEX CORPORATION
302 DETEX DRME
NEW BRAUNFELS, TX 78130

TILLIT TESTING & ENGINEERING COMPANY
6505 NV, 33, 5t, Ste. 217 - VIRGNA GARDENS, L 10148
Friens ; 08711530, Fax: RUSATI-A531
EB-0008718
WALTER A, TILLIT Jr., P.E.

FLORIDA L. # 44187
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48" {1218 mm)
MAX PANEL WIDTH

U

e —

[ ooy O oY - Akl L B ]|
i h e e )

84*
B
See LIMITATIONS note 3, sheet 1

SINGLE DOOR, SINGLE POINT
RIM (H-ECL-230X) SHOWN
3 POINT (H-ECL-230X-TDB) OPTIONAL
INTERIOR DOOR FACE

FBC APPROVED FOAM CORE
or
2 HONEYCOMB CORE MIN,

HINGE FRAME REINFORCEMENT:
1-1/2"x 8" x 8 GA MIN

J

( HINGE DOOR REINFORCEMENT:
: ;!' EXT FACE ‘/1-11 U x 10" % 8 GA MIN
= 7 |

i

2-5/8" FACE, 5-3/4" DEPTH MIN.
STEEL FRAME 16 GA MIN.

DETEX SERIES H-ECL-230X (SINGLE POINT) OR H-ECL-230X-TDB (3 POINT) FOR 18 GAUGE DOOR

(Top & Botfom)

B

| o

INTERIOR DOOR FACE

ASSEMBLY {ISOMETRIC)
H-ECL-230X-TDB

MAX A.S.D. DESIGN PRESSURE RATING
PANIC EXIT DEVICE
(COMPONENT APPROVAL)

SINGLE DOOR
POSITIVE |+ 70 PSF
NEGATIVE |- 65 PSF

NOT RATED FOR WATER RESISTANCE, UNLESS INSTALLED

WHERE OVERHANG RATIO (OH) IS EQUAL TO OR MORE THAN
1,00, PER FBC, AS PART OF THE APPROVED DOOR SYSTEM.

)
+HO
S
°°
EXTERIOR DOGR F;CE

INSTALL PULLPLATE
WITH (4) 1/4-20 x 1" SCREWS
& SEXBOLTS
(2 ONTOP, 2 ON BOTTOM)

bl *
=
.,
Ny
)
.,

SECURE PULLPLATE
TO DEVICE WITH
(2) 1/4-20 x 1-1/2" SCREWS
& SEX BOLTS

TYPICAL TRIM INSTALLATION

-l ”'I ”’

ﬂj’,J‘

DETEX CORPORATION

302 DETEX D
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NEW BRAUNFELS, TX 78130
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06"

48"

48"

INTERIOR DOCR FACE

Ses LIMITATIONS note 3, sheet 1

DOUBLE DOOR w/DETEX REMOVABLE MULLION

SINGLE POINT (H-ECL-230X) SHOWN
3 POINT (H-ECL-230X-TDB) OPTIONAL

MAX A.8.D. DESIGN PRESSURE RATING

PANIC EXIT DEVICE
(COMPONENT APPROVAL)
DOUBLE DOOR AND
DETEX REMOVABLE MULLION

| POSITIVE

+ 70 PSF

NEGATIVE

- 65 PSF

NOT RATED FOR WATER RESISTANCE, UNLESS INSTALLED
WHERE OVERHANG RATIO (OH) IS EQUAL TO OR MORE THAN
1.00, PER FBC, AS PART OF THE APPROVED DOOR SYSTEM.

84"

SPACER

TOP
TOP FITTING FITTING
(PN 106079)

STEEL OR STAINLESS STEEL

SR L STEEL FILLER
{6)INTO BOOR : = (P 106074)
HEADER FRAME EXT FACE I Top
FITTING
{PAN 106078)

®
BOTH SIDES
SURFAGE
% MOUNT SHOWN
-f-1/16" —j-3/18"
é%‘” H \ | ! i 1,411‘ %
3" 2[!
BOTTOM FITTING BOTTOM
(PN 106078) /) FiTING
STEEL OR STAINLESS STEEL
@ 2PIECES

Wi 1-1/2* EMBEDMENT
{NTO 3KSI CONCRETE,
@ 150" 0.0, W 4 12ED,, W/ (2) 3/8"16 SHCS,
MACHINE SCREWS

EXT FACE RN

BOTTOM
FITTING
(PIN 108078)

DETEX HO0R (REMOVABLE MULLION)

MIAMI-DADE GOUNTY

approved as complying with £
Florida Buyiding Code

Date i} 1§—¢ W
NOA® ;= -y T8
Miasi Dadt Prodact Control .

. AN
By iflimc (o0 ponate

g .
?

/TILIECO me \F

TILLIT TESTING & ENGINEERING GOMPANY |H—230X SERIES PANIC
EXIT HARDWARE

5565 N, %h, §t, Se. 217 - YIRGNA GARDENS, 7. 33183
Phaca : (305971-1530 . Fax ! {06,271-1531
EB-0006719

WALTER A TUAIT 4t P.E,
FLORIDA Lie. ¥ 44167

DETEX CORPORATION
302 DETEX DRIVE
KEW BRAUNFELS, TX 78130

E: DRAWN BY1
10-23-2013 DRS/AG
EET TILE:




DEVICES FOR SINGLE AND DOUBLE DOOR (16 GAUGE) APPLICATION;

1. DETEX DEAD BOLT PANIC HARDWARE SHOWN ON THIS PRODUCT APPROVAL DOCUMENT {PAD) HAS
BEEN VERIFIED FOR COMPLIANGE IN ACCORDANCE WITH THE 2010 EDITIONS OF THE FLORIDA
BUILDING CODRE (FBC). DETEX DEAD BOLT PANIC HARDWARE MAY BE INSTALLED WATHIN HIGH
VELOGITY HURRICANE ZONES.

DESIGN WAND LOADS SHALL BE DETERMINED AS PER SECTION 1620 OF THE ABOVE MENTIONED
CODE, USING ASCE 7-10 FOR INSTALLATIONS UNDER 2010 FBC AND SHALL NOT EXCEED THE
FAXIMUM (A.S.D,) DESIGN PRESSURE RATINGS INDICATED ONNOTE 2,

IN ORDER TO VERIFY THE ABOVE CONDITION, ULTIMATE DESIGN WAND LOADS DETERMINED PER
ASCE 7-10 SHALL BE FIRST REDUCED TO A.5.D. DESIGN WAND LOADS BY MULTIPLYING THEM BY 0.6
IN ORDER TO COMPARE THESE W/ MAX, (A.8.D) DESIGN PRESSURE RATINGS INDICATED ON NOTE 2,

THIS PRODUCTS ADEQUAGY FOR WIND, IMPACT AND CGYCLIC RESISTANCE HAS BEEN VERIFIED IN
ACCORDANCE WITH SECTION 1628 OF THE ABOVE MENTIONED CODE AS PER PROTOCOLS TAS-201,
TAS-202, TAS-203, PER HURRICANE TEST LABORATORY REPORT # (3375.01-450-18 AND AS PER
SUBMITTED STRUCTURAL CALCULATIONS, PERFORMED AS PER SECTION 1615 OF THE FLORIDA
BUILDING CODE, 2010 EDITION.

2, MAX. A.6.D. DESIGN PRESSURE RATING 3 PT PANIC EXIT DEVICE (COMPONENT APPROVAL)

SINGLE DOORS: POSITIVE +80
NEGATIVE -80

NOT RATED FOR WATER RESISTANCE, UNLESS INSTALLED WHERE OVERHANG RATIO (OH}
IS EQUAL TO OR MORE THAN 1.00, PER FBC, A8 PART OF THE APPROVED DOOR SYSTEM.

3. DETEX DEAD BOLT PANIC HARDWARE SHALL COMPLY WATH SECTIONS 1005.1.2, 1008.1.8.1,
1008,1.9.2, 1008,1,10 AND 1101 OF* THE FLORIDA BUILDING CODE AND ALt OTHER RELEVANT
APPLICABLE SECTIONS OF THE CODE,

4, DETEX DEAD BOLT PANIC HARDWARE CAN BE SUPPLIED FOR SINGLE OR DOUBLE STEEL
COMMERCIAL DOOR WiTH 18 GA. STEEL FRAME AND 18 GA. STEEL DOCR,

6. ALL REINFORCEMENTS TO BE SPOT WELDED OR BETTER BY DOOR MANUFACTURER.

8. ALL DIMENSIONS SHALL BE IN ACCORDANCE WITH MANUFACTURER'S STANDARD
INSTALLATION

7. DETEX DEAD BOLT PANIC HARDWARE CAN BE SUPPLIED AS A 3 POINT LOCK,
H-ECL-230X-TDB SERIES.

8, DETEX DEAD BOLT PANIC HARDWARE CAN BE SUPPLIEC WITH AN ALARM. THE
PERFORMANCE OF ELECTRIFIED FEATURE 1S NOT PART OF THIS APPROVAL, BUT SHALL BE
CERTIFIED BY AN INDEPENDENT TESTING AGENCY,

¢. DETEX DEAD BOLT PANIC HARDWARE CAN BE SUPPLIED WITH THE FOLLOWING TRIM
DESIGNATIONS: 01T, 03T, 01PP, 03PP AND INSIDE PULL (IP}.

10. {(a) THIS P.A.D. PREPARED 8Y THIS ENGINEER IS GENERIC AND DOES NOT PROVIDE
INFORMATION FOR A SITE SPECIFIC PROJECT, l.e. WHERE THE SITE CONDITIONS
DEVIATE FROM THE P.A.D.

{b} CONTRAGCTOR TO BE RESPONSIBLE FOR THE SELECTION, PURCHASE AND
INSTALLATION INCLUDING LIFE SAFETY OF THIS PRODUCT, BASED ON THIS P.A.D,,
PROVIDED HE/SHE DOES NOT DEVIATE FROM THE CONDITIONS DETAILED ON THIS
DOCUMENT. CONSTRUGTION SAFETY AT SITE IS THE CONTRACTOR'S RESPONSIBILITY.

(¢) THIS P.A.D, WILL BE CONSIDERED INVALID IF ALTERED BY ANY MEANS.

{d) SITE SPECIFIC PROJECTS SHALL BE PREPARED BY A FLORIDA REGISTERED
ENGINEER OR ARCHITECT WHICH WILL BECOME THE ENGINEER OF RECORD (E.O.R)
FOR THE PROJECT AND WHO WIlLL BE RESPCNSIBLE FOR THE PROPER USE OF THE
P.A.D, ENGINEER OF RECORD, ACTING AS DELEGATED ENGINEER TO THE P.AD.
ENGINEER, SHALL SUBMIT TO THIS LATTER THE SITE SPECIFIC DRAWINGS FOR REVIEW.

{2) ORIGINAL P.A.D. SHALL BEAR THE DATE AND ORIGINAL SEAL AND SIGNATURE OF THE
PROFESSIONAL ENGINEER OF RECORD THAT PREPARED IT,

i1. PANIC DEVICE'S MANUFACTURER LABEL SHALL BE PLACED ON A READILY VISIBLE
LOCATION, ONE LABEL SHALL BE PLACED FOR EVERY UNIT, LABEL SHALL READ AS
FOLLOWS:
DETEX CORPORATION or Detex company logo

NEW BRAUNFELS, TEXAS 78130
H-ECL-230X-TDB SERIES
MIAMI-DADE COUNTY PRODUCT CONTROL APPROVED SERIES OR MODEL #.

BILL OF MATERIAL FOR DETEK SERIES H-ECL-230X-TDB (3 POINT LOCK) DEVICES FOR SINGLE AND DOUBLE DOOR {16 GAUGE) APPLICATION:

doors or the component shall govarn.
2, The doors shali meet following specifications:

{2.1) Door slab must not be wider than 48" and higher than 83.5", tha door shall be 1 3/4" min, overall thickness, honeycomb core or foam cora

complying with FBC requiremaents may be used.

{2.2) & ga, steel hinge plate relnforcoment at hinge stie and at the frame.
{2.3) Min. 12 ga. steal reinforcement at strike plate.

3. Electrical installation and fire rating are NOT part of this approval and such installation must bs reviewsd by applicable building authority.

ITEM DESCRIPTION COMMENTS | . QTY MATERIAL
1| MIAMI-DADE GOUNTY AFPROVED DOOR & FRAME 1
BEE LIMITATIONS BELOW
2 | DETEX DEAD BOLT PANIC HARDWARE, H-ECL-230X-TDR SERIES 3 POINT 1 STEEL, 302 8.5, 13 GA. CRS, ALUMINUM
3 | MouNTING PLATE 1 12 GA. (108) GRS
4 | ENDCAP BRACKET 1 12 GA. (10B) CRS
& | ENDCAP 1 ABS PLASTIC (P/N 103841)
01T - 11 GA. {120} CR$
03T- 41 OA, (120) CRS
6 | OUTSIDE TRIM (SEE GENERAL NOTE 9 OPTIONAL 1 o1PP- 11 GR, (120) GRS
03PP: 11 OA, (120) CRS
T | INSIDE PULL OPTIONAL 1 IF « 11 GA, (120) CRS
8 | CENTERCASE COVER 1 DIE GAST ALUMINUM
8 | STRIKE (SURFAGE OR FLUBH) (230X & 230X-TDB) REVEREIBLE 1 $.5. 302 INVESTMENT, CABT (FY=30 K8l
10 | TOP LATCH ASSEMBLY (TDB ONLY) TOP BOLT 1 8,8, 400 SERIES INVESTMENT, CAST (FYoBO K&i)
11 { TOP STRIKE (TDB ONLY) (PN 103534) _ 1 8.8. 302 INVESTMENT, CAST (FY=30 K8!)
12 | BOTTOM LATCH ASSEMBLY (TRB OHLY) BOTIOM 1 8.5. 400 SERIES INVESTMENT, CAST (FY=80 K51)
13 | BOTTOM STRIKE (TDB ONLY) 1 11 GA, (12} 302/304 8. 8,
43R | #10-24 X 1" PFH SCREW 2 STEEL .
14 | % .20 SOCKET HEAD MAGHINE SCREWE 2 WWEZ"
15 | % +20 FH SOCKET MACHINE SCREW (STRIKE PLATE) 2 %& ..m--.. ‘/ y
3 NETOENSE 2
16 | % -20 BUTTGN HEAD SOCKET MACHINE SCREW 2 R B
S g =
N g :
17a | 6/46.48 FLAT HEAD MACHINE SCREW (MULLION TOP END) 6 3 \‘-}’"’“ “ﬂ’m‘iﬁjz'\ i
318 @ SNAKE ANCHORS BY POWERS FASTENERS ING, W/ 1 1/2" N W e
17b | EMBEDMENT, W/ (2) 3/8-16 8,H.C.S, MACHINE SCREW 2 ANCHORED TO MIN, 3000 PS! CONCRETE 3 oS 2 3
3 KSI MIN, ' P o {iF“’" Fop
i8 | 8-32 FHPMS & MIN 3 % ", A R Trar
P ] .
3 73 o._‘AOR\D.?:"Jé, i
18 |4%-20 SEX BOLT BMIN | STEEL w8 Slo"'"' E\\Q) g
20 |HINGE FERDOOR | 3 MIN NAL
21 |1 3/8% x 7 6/16" LONG MIN STRIKE REINFORCEMENT 1 12 GA. STEEL
- - MIAMI-DADE COUNTY
22 [111/16" x4 /4" % 18" LOND MIN DEVIGE REINFORCEMENT IN DOOR PER DOOR 1 44 GA. STEEL _
1 14/M6" x 3 172" x 9" LONG MIN SURFACE VERTIGAL LATCH
23 IREINFORCEMENT PER DOOR 1 14 GA, STEEL
24 |2 4/8" % 35" MIN MULLION REINFORCEMENT / SOFFIT v 1 12 GA. STEEL
: 2"x3"x 516 WALL TUEE 7' TALL WITH TOP AND BOTTOM FITTINGS | ;ipruved as complying with &t
25 |DETEX REMOVASLE MULLION, HO9CR 1 ASTM AE00 STEEL, GRADE 8, BHAPED STRUCTRUAL TUBING Florida Bulding Cade_
Date_ i b 25 0% o
26 {DADE COUNTY N.O.A. LABEL (GENERAL NOTE 11) 1 NOAE 27 rl. T i
27 |4% MIN. THROW LATCHBOLT 1 HEAT TREATED STEEL POWDER METAL Minesi Dade Fmdl!f‘ Coutrol
h by
28 |RoD GuUIDE 1 MIN/ROD| .000 CRS By et L brease
28A [#10 x 1" BFH SELF DRILLING 2 MIN | STEEL, ZINC PLATED
LIAITATIONS:
1. This pank: davica Is & component_approved to be equal allemalive hardware to ba usad In single or double stee! commerclal doors made with 16 ga. ?oETEX %g_léPORAT[ON
steel frame and 16 ga. (053" min.) (Fy min = 47.7 kel) 1-3/4™ thick {min) stes! door, holding current N.O.A. The lowest design pressure 1ating of the NEW OEBRRUIB‘RFES. ™ 78130

/TILIECO e, \ fretpie=ros 88

DRS /AG

6555 KW, 33th 6L, Ste. 217 - VIRG WA GARDENS, FIL 37165
Phicrs 308711550 . Fax s (XE871-1331
EB-D00S719

WALTER A. TILLIT Jr,, PLE.
FLORIDA Lic. & 44187

TILLT TESTING & ENGINEERING COMPANY

H—230X SERIES PANIC

EXIT HARDWARE
DRAWING HUMBER: SHEET
13-035 4 of 8




T

48" (1219 mm}
MAX PANEL WIDTH

_ e ——

DETEX SERIES H-ECL-230X-TDB (3 POINT) FOR 16 GAUGE DOOR

. L®
)

% S
e
hi?
‘ii
iy

INSTALL PULLPLATE
WITH (4) 1/4-20 x 1" SCREWS
& SEXBOLTS
(2 ON TOP, 2 ON BOTTOM)

o P, ENGRIEER'Ss SEAL, )
a o V\‘Sgﬁuﬁ:o?jléél 5
EXTERIOR DOOR FACE SECURE PULLPLATE R VGBS, v
T0 DEVICE WITH bae \‘?;;__ffﬁ;: f? 3
(2) 1/4-20 x 1-1/2" SCREWS o TNO44ip7 Y}
& SEX BOLTS @/SW ) Y ;
) ) . 1A .." Y
| TYPICAL TRIM INSTALLATION Dy OF e §
i <% ~LORIOM. v
‘ " fS'IQN ' ' AL 3&%\ a
= = e ASSEMBLY (ISOMETRIC) - =Y
SINGLE DOOR, 3 POINT H-ECL-230X-TDB MIAMI-DADE COUNTY
(H-ECL-230X-TDB) SHOWN
INTERIOR DOOR FACE
FBC APPROVED FOAM CORE HINGE FRAME REINFORCEMENT: MAX A.8.0. DESIGN Florida eﬁjgaﬁiﬁ.?gﬁﬁ? i &
oN or 1.1/2" % 8" x 8 GAMIN PRESSU RE RATiNG g:)t; y § ’»;. Y '3 §
@)\ jIONEYCOMB CORE MIN. ( HINGE DOOR REINFORCEMENT: 3 PT PANIC EXIT DEVICE M Dot P e
- J EXT FACE J 1-1/4" x 10" x B GA MIN (COMPONENT APPROVAL) 2y y ;- T » [ »f\;y
_?EE / SINGLE DOOR e
POSITIVE |+ 80 PSF
NEGATIVE | - 80 PSF DETEX CORPORATION
2.5/8" FACE, 5-3/4" , X o
pipfareard ikl i sl Tic Ttz
NOT RATED FOR WATER RESISTANCE, UNLESS INSTALLED / I I \ 10-23~2013 DRS/AG
WHERE OVERHANG RATIO (OH) IS EQUAL TO OR MORE THAN | Ao TN i
1,00, PER FBC, AS PART OF THE APPROVED DOOR SYSTEM, N e ' |EXIT HARDWARE
TERATILUT 1, B.E. DRITNG NOWBER: SHEET
w‘;}.OEF:}DALn #44187 13-035 5 of B




96"
48" 48" -
SPAGER
ra T /
TS T TOP
TOP-FITTING FITTING
(PN 106079)
= ) STEEL OR STAINLESS STEEL FRAME
T T——STEEL FILLER
{6)INTO DOOR : (P4 106074)
HEADER FRAME EXT FACE T0P
sits = FITTING
(PN 108076)
i
i *'"_ B4
. 1) N1 MAX /@
T TT - See LIMITATIONS note 3, sheat 4 o
BOTH SIDES
SURFACE
s ey : MOUNT SHOWN
T®
- 1
i .‘\ ' E
| : % 3
] i —j-1/18" ~{t-3/16" EXT FACE N } ,§
\
ry _i 174" BOTTOM
~ INTERIOR DOOR FACE d -z W
BOTTOM FITTING VL%WOhi @ ) MIAMI- DADB CDUNTY
DOUBLE DOOR WIDETEX REMOVABLE MULLION (PN 106078) FITIING
3 POINT (H-E CL-230X-TDB) STEEL OR STAINLESS STEEL @ > PIECES
Wi 1-172" EMBEDMENT approved as complylng wirh &
MAX A.S.D. DESIGN PRESSURE RATING g oSO e HBOR (REMOVABLEMULLION) | Florics huitng Cods__
3 PT PANIC EXIT DEVICE B CHNE SoREWS MiniT: Pt Contest
(COMPONENT APPROVAL) : ,ﬁ Y
DOUBLE DOOR AND by L b e
DETEX REMOVABLE MULLION *
POSITIVE {+80 PSF ) DETEX CORPORATION
NEGATIVE [-80 PSF ﬁ’ﬁm%’%l%w
DATE: DRAWH BY!
10-23-2013 DRS/AG
NOT RATED FOR WATER RESISTANGE, UNLESS INSTALLED / I IL I ECO e \ F‘Eﬂ TLE
WHERE OVERHANG RATIO (OH) IS EQUAL TO OR MORE THAN oo |EXT HARDWARE. |
1,00, PER FBC, AS PART OF TH OVED DOOR M. Fiee o331 150, Gt 3 ettt
F THE APPROVED DOOR SYSTE e o SRR VB Tm
FLORIDA Lis, # 44167 : 13-035 6 of 6




